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       SEE PARTS LIST

7/94

7/94

SECTION A-A

.75 [19.05] STK.

Ø7.000 [177.80]

.38 [9.65]

R .03 [.76] MAX.

SECTION A-A

ITEM 1

.06 [1.52] X 45°

2X
CHAMFER

A

36.37 [923.80]

.12

WALL

1

4.00-16 UN-2A L.H.

.31 [7.87]

AND ARE FOR REFERENCE ONLY.
1.  DIMENSIONS IN BRACKETS [ ] ARE MILLIMETERS

NOTES:

4

2

1

3

.12

ITEM 5

5

A

2X
36.00 [914.40]

(THREAD LENGTH)

A

.50 [12.70]

.06 [1.52] X 45°

CHAMFER

A

FULL R
2X

Ø3.230 [82.05]

Ø7.000 O.D. x 3.890 I.D. x .75 THK.

Ø4.00 O.D. x .375 WALL x 36.00 LG.

P. ENGELBRECHT

P. ENGELBRECHT
T. SANCHEZ

STERLING

Ø3.235 O.D. x .50 THK.

TUBING

TOP PLATE

INSERT

CARBON STEEL

CARBON STEEL

CARBON STEEL

1

1

1

CHAMFER
.06 [1.52] X 45°

ITEM 4

L

(SLOT)

2X

.50 [12.70] STK.

15.50 [393.70]

.13 [3.30]

120°

120°

C

(SLOT)

.06 [1.52]
.260 [6.60]
3X

SCALE=1:2

Ø3.890 [98.81]

(Ø4.00 [101.60])

Ø3.875 [98.43]

(.375 [9.52])

60° 6X

4.00-16 UN-2B L.H. TAP THRU

6.00 [152.40] O.D.

Ø.531 [13.49] x .56 [14.22]

.12 [3.05] x 45° CHAMFER

6X

2X

1.50 [38.10]

Ø.531 [13.49] x .56 [14.22]

.12 [3.05] x 45° CHAMFER

4.00-16 UN-2B L.H. TAP THRU 2X

6.00 [152.40] O.D.

60° 6X

2.00 [50.80]

6X
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         SEE DWG.

7/94

7/94P. ENGELBRECHT

P. ENGELBRECHT

T. SANCHEZ

STERLING

ITEM 3

ITEM 2

1.  DIMENSIONS IN BRACKETS [ ] ARE MILLIMETERS
AND ARE FOR REFERENCE ONLY.

NOTES:

4

5

JAM NUT, Ø6.00 O.D. x 1.50 THK.
4.00-16 UN-2B L.H.

THIS DWG., PG.2 CARBON STEEL 1

4.00-16 UN-2B L.H.
NUT, Ø6.00 O.D. x 2.00 THK.

CARBON STEEL 1THIS DWG., PG.2

32

FINISH: BLACK OXIDE
MATERIAL: CARBON STEEL MATERIAL: CARBON STEEL

FINISH: BLACK OXIDE

MATERIAL: CARBON STEEL
FINISH: BLACK OXIDE

MATERIAL: CARBON STEEL
FINISH: BLACK OXIDE

MATERIAL: CARBON STEEL
FINISH: BLACK OXIDE

2. THREAD ITEMS 2 AND 3 ONTO ITEM 5 PRIOR TO WELDING.

SEE NOTE 2

11.50 [292.10]

5.12 [13.05]

.06 [1.52] x 45° CHAMFER
2X

Ø4.035 [102.49] I.D. Ø6.00 [152.40] O.D.

ITEM 6

.25 [6.35]

6

(Ø7.00 [177.80]) (Ø4.00 [101.60])

(4-16 UNC)

16 THIS DWG., PG.2
Ø6.00 O.D. x Ø4.035 I.D. X .25 THK.
BUSHING OIL IMPREGNATED

BRONZE

0.0050.0050.005

MATERIAL: OIL IMPREGNATED BRONZE


